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CONSTRUCTION NOTES

GENERAL NOTES

1. SITE ACCESS SHALL BE COORDINATED IN ADVANCE WITH UTAH NATIONAL GUARD HEADQUARTERS'
SECURITY OFFICE, CONTACT D. SCOTT POTTER AT 801-523-4233 A MINIMUM OF 72 HOURS IN ADVANCE
OF SITE ACTIVITY TO ARRANGE FOR PASSES

2. SITE SUBSURFACE UTILITIES BASED UPON OBSERVED SURFACE EVIDENCE, UTILITY LOCATE INFORMATION,
AND OWNER'S RECORDS. CONTRACTOR TO CONTACT BLUE STAKES IN ADVANCE OF EXCAVATION
ACTIVITIES, AND SHALL BE RESPONSIBLE FOR PROTECTING OR REPAIRING UTILITIES DAMAGED AS PART OF
CONSTRUCTION ACTIVITIES WHETHER INDICATED OR NOT,

ELECTRICAL NOTES:

1. ACTIVITIES AFFECTING SITE ELECTRICAL AND LIGHTING SYSTEMS SHALL BE COORDINATED WITH LAYNE
OLIVER AT 801-523-4173 A MINIMUM OF 72 HOURS IN ADVANCE OF PLANNED EXCAVATION, CONNECTIONS
OR MODIFICATIONS TO SITE\ ELECTRICAL AND LIGHTING SYSTEMS.
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NOTES:

1 TOPOGRAPHIC SURVEY PREPARED BY STANLEY CONSULTANTS, BASED
UPON FIELD DATA GATHERED ON NOVEMBER 30, 2005.

2. GEOTECHNICAL (SOIL BORES) DATA PREPARED BY SUMMIT ENGINEERING
SERVICES IN REPORT #1443 DATED DECEMBER 8, 2005.
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1. EXISTING FENCE TO REMAIN. e
7-8" v
70" p 2. REMOVE 100 LF OF EXISTING CURB AND GUTTER - S
[ | DISPOSE OF OFF SITE.
UNPAVED AREAS | PAVED AREAS N 3. REMOVE 40 LF OF EXISTING ACCESS RAMP — DISPOSE
GRAVEL SURFACING SALVAGED x | OF OFF SITE. al=
FROM PARKING AREA EXCAVATION at [l IED xS
. | I SUB NOTE: FENCE FABRIC AND GATES MAY BE PROTECTED; =
| | PRORDE HS—20 RATED SALVAGE AND RE-USE AT CONTRACTOR'S OPTION > E o
35" ASPHALT fli— FRAME AND GRATE. (TYP) 4. REMOVE AND REPLACE APPROX. 230 LF OF EXISTING = |T2
SURFACE COURSE Z S r 0 4 FENCE ALONG WEST SIDE OF NEW PARKING LOT. Z|83%
8" BASE PLAN VIEW — - S|gES3
COURSE . 5. REMOVE APPROX. 160 LF OF EXISTING FENCE AND =233
IMPORT PIPE BACKFILL : 1 % 1-g" GATE ALONG SOUTH SIDE OF NEW PARKING LOT, < |55=
FROM STOCKPILE AREA L Z|12Sa
COMPACTED T 90 % MAX. EXISTING CENERAL NOTES > |cog
DENSITY PER ASTM D-1557 GROUND = |EE°
\ 1. X 804 - FINISHED GRADE SPOT ELEVATION (SUBGRADE i EE
B wl o ELEVATION = FINISH GRADE — 1157 T |E&
N » % R Al X
6" BED PIPE IN 3" OR -~ it Bk 2. EXCAVATE MATERIAL TO SUBGRADE AND DISPOSE OF S
1" CRUSHED STONE ON SITE. DISPOSAL AREA LOCATED APPROX. 1200 FT Y
SHAPE TRENCH BY " T SE. OF PARKING AREA. — APPROX. FOR PHASE 1
HAND TO FIT BOTTOM ; o QTY = 950 C.Y. AND APPROX. FOR PHASE 2
QUADRANT OF PIPE _| Lz_ 1 KNOCKOUT VIEW i QIY = 1110 CY.~ COORDINATE WITH S. POTTER FOR
/1) ACCESS TO DISPOSAL AREA- S
STORM _DRAIN TRENCH DETAIL (22N 9 2" CATCH BASIN DETAIL Sweer
\&-3/ 3. SEE DEAL FOR LMITS OF EXCAVATION G-3
NEAR FENCES. )




‘_@4@* N
20 0 20 40
SCALE: 1"=20'
(FOR 24x36)
SCALE: 1"=40' ol
(FOR 11x17) S| g
& o N
& o & o B o DCFM PROJECT 3
_- , » x . ¢ s
i 4 1870 +/- o " K 200 4/- S o ~NO. 05270480~ z |25
PHASE 2 CONSTRUCTION o PHASE 1 CONSTRUCTION It - %
5 (NOT IN CONTRACT) 3 §>
’ S
R t 270 % gm
S g
e X e o : . e e 2 gs
; - [ R 3
s o :
R‘.\V%’ - ".‘ ' »
1 W B9 . 90 g
- N . o -+ 2
\ 3 N AR £
3 ] e
> . - W
| FREE °
.- + J o : 5
1= . . * 8
8 : S s
1 . ’ <l &
, .
-+ 2 o Ks .
2 . 2|8 i
2| 190 z2|2|8|5
X TP | |slal= ;
‘ HHHHE |
<lw|lal - 8
1515|584
g = 2
e 88 -
g£3
A
. a3ff O
5 sopd =
s B3&t u=1
o
PHASE 1 Q>J\
c
S
Fuas Notes () w
1. 18" MAXIMUM CLEARANCE DISTANCE FROM EOP, NO CLEARANCE
REQUIRED ALONG WEST SIDE OF PHASE 1 PARKING LIMITS. FENCE 2
TO BE REMOVED AND REPLACED AT THIS LOCATION Al 8
=
2. 35" BITUMINOUS ASPHALT SURFACE COURSE UD.OT. HMA 3/4” EE S
GRADATION =N
NOTES: THICKENED EDGE NOT REQUIRED IF PHASE 1 AND © g
3. 8" UNTREATED AGGREGATE BASE COURSE U.D.O.T. 3/4” OR 1" PHASE 2 ARE CONSTRUC?ED CONCURRENTLY / - & <Z<
MAX GRADATION — 95% COMPACTION ASTM D—1557 ‘ L 55 =
4. NATVE MATERIAL COMPACTED TO 95% MAX DENSITY PER ASTM | ¢ | G— 35 ASPHALT % E23
" 1557 PROOF ROLL PRIOR T PLACING BASE COURSE. ! ! NEW PARKING AREA " SURFACE COURSE E1830g
SRR AT o D '3 2 SLOPE T0 DRAIN‘ > %55
. . L SO R 52
5. EXISTING FENCE TO REMAN 6 ST S S P O ® ‘ > |ZaE
(WTH Enane st ‘ ‘ 1 =|Se”
6. PROVIDE AND INSTALL B7 SY. ASPHALT PAVEMENT PATCH R \ o e - <
| EXISTING DRIVE )
BASE COURSE). |8~ - o I~ IS DRV ; ég
7. SAWCUT EXISTING PAVEMENT-APPROX 350 LF W COURSE SAWCUT EDGE PRIOR T0 PAVING < | Z
|__(NO ADDITIONAL PAYMENT FOR 51
8. PROVIDE AND INSTALL ASPHALT PAVEMENT AND BASE COURSE. f— 27— SE e ADDITIONAL SAWCUTS REQUIRED =
PHASE 1 = 4800 S.Y. AND PHASE 2 = 3246 SY. 4 DUE TO DAMAGE) P
9. PROVIDE AND INSTALL 4" YELLOW PAVEMENT STRIPING 1 ) THICKENED EDGE DETAIL 2 ) PAVEMENT DETAIL — NEAR FENCE 3 \ ASPHALT PAVING SECTION (4 PAVEMENT TRANSITION |
— UDOT STANDARD PAVEMENT MARKING PAINT. @ SCALE: NTS Q—y SCALE: NTS. 6~4 / ooalE:NTS w SHEET
PHASE 1 = 2432 LF. AND PHASE 2 = 1942 LF. G-4
J
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LUMINAIRE SCHEDULE - SHEET E-1 Gl o——
POLE.
20 0 20 40
congg oo T e I = —
WITH GROUND LUG BALLASTS VA
w Du"AI.SL A DESCRIPTION: SPORTSUGHTER (3) 1000W HPS 3270 LITHONIA SCA L E o 1 " = 20 4
SIZE: TV 1000S HD4 480 DF CR SIR UV "
BASE HOUSING: HEAVY GAUGE ALUMINUM RTS 30 8-OF T25 DOB (FOR 24x36)
COVER FINISH: CORROSION RESISTANT RBA32 O R f
OPTICAL: HEAVY GAUGE ANODIZED ALUMINUM SCALE 1 N 40 s | ¥
17 CHAMFER POLE: ROUND TAPERED STEEL (FOR 11x17) - a(
\ NON~SHRINK GROUT MUST BE MOUNTING BRACKET: TRIPLE HEAD, POLE TOP MOUNTING
‘—_I:,_. 77 PACKED UNDER POLE BASE OTHER: UPPER VISOR fa]
r.ﬂq HAND RUBBED FINISH B |DESCRIPTION: SPORTSLIGHTER {2y 7000w HPS 2180 |LTHONA 2,
REBAR i SIZE: TV 1000S HD4 480 DF CR SLR UV g (25
Bl 1 R o ST WHERE LOMATED HOUSING: HEAVY GAUGE ALUMINUM RTS 30 8-0F 125 ODB T
{MAX.) (3) RINGS b GRASS, MOW STRIP SHALL FINISH: CORROSION RESISTANT RBA3S ;
N TOP 12" O LUSH /SRS MW OPTICAL: HEAWY GAUGE ANODIZED ALUMINUM g
1— ) ] - ACCOMMODATE GRADE SLOPE. POLE: ROUND TAPERED STEEL = 83’3
2 MOUNTING BRACKET: DOUBLE HEAD, POLE TOP MOUNTING 5
.?' OTHER: UPPER VISOR §
s 1
(4) ANCHOR BOLTS O KEYED NOTES — SHEET E-1 = |&g®
(GALVANIZED) FURNISHED
- WIH POLE. SIZE PER
1. EXISTING CONDUIT IS CRUSHED AND BROKEN IN
) SEVERAL LOCATIONS. REMOVE OLD CONDUIT AND WIRE.
Kl PROVIDE NEW 1” PVC CONDUIT AND (3) #8 THWN WIRE
3 BETWEEN POLES.
ore oow /| 0 oy L s 2. REPLACE OLD J-BOX WITH NEW. SEE DETAIL 2/E-1. 3
(WRAPPED) i » OR 'SONAL" 3. PROVIDE NEW J-BOX. SEE DETAIL 2/E-1. N
be ,,u,/lﬂu’, L 4. STUB CONDUIT INTO UNPAVED AREA FOR g
S Vo CONTINUATION OF PHASE Il. PROVIDE PULL ROPE BACK 2
m " . ooonAL comrs: "™ 1o FLsH Wi TO J-BOX LOCATION. PROVIDE CONDUIT CAP. e 3
concremase || _ M 5. PROVIDE NEW J-BOX FOR FUTURE POLE LOCATION. SEE 5
1 . ] e S specs DETAIL 2/E-1. B i
oz : ROUND POLE TO A 3/4"%5° PROTECTION. 6. SUGGESTED AIMING LINES. FIXTURES WILL NEED TO BE g
[ " DA CADWELD Sonnechon TP ™~ AIMED IN THE FIELD ONCE INSTALLED. >
7. NEW 1”PVC CONDUIT WITH (3) #8 THWN WIRE. <] &
GROUT AROUND ~
CONDUIT ENTRY ——
POLE BASE DETAIL BUSHING GENERAL NOTES —~ SHEET E-1
1 GRAVEL SUNP —— <88
A. EXISTING POLES ARE TO REMAIN. %5125
RIGID B. DEGREES NOTED BY EACH FIXTURE HEAD ARE FOR THE s & | &2
AND RUN - | Qi
VERTICAL AIMING. DEGREES ARE MEASURED FROM A 5lal8l Y|k
] CONCRETE B0y STRAIGHT DOWN VERTICAL POSITION. z|¥13l812
C. MATERIALS FOR PHASE | & PHASE Il NEED TO BE HEIEIE
ESTIMATED AND BID SEPARATELY. 51512188
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